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EXTREME HEPA EFFICIENCY FOR ULTRA-FINE PARTICLES

DV-AH

Air Requirements Minimum 50 PSI at 35 CFM, 
Maximum 90 PSI at 50 CFM

Air Line 1/2” I.D. or larger

Static Water Lift 160” at 90 PSI

Air Displacement 125 CFM at 90 PSI

Filtration 1 micron anti-static pocket and 0.3 microns HEPA

Tank 12 gallons bonderized steel

Dry Capacity 12 gallons

Noise Level 76 dBA

Dimensions 15” diameter tank x 51” high

Weight 97 lbs

REPLACEMENT FILTERS:
DA-HF: HEPA Filter 	 Call for Price

DA-PF-16A: Anti-Static Pocket Filter, 1 micron 	 Call for Price

FEATURES
•	 Air-powered

•	 Large HEPA filter

•	 Reusable anti-static pocket 
 pre-filter

•	 Detachable roll-out  
collection tank

•	 External filter shaker

•	 1 1/2”, 2” or 3” hoses

DV-AH: Air-powered Industrial Dry HEPA Vacuum, including filters, 
external filter shaker, 12 gallon detachable tank, handles, and casters 	
   					    Call for Price
Note: Vacuum does not include accessories. Order individual accessories shown on pages 155-160.

REPLACEMENT FILTERS,  
LINERS & BAGS

Visit www. goodway.com to see more!

DA-PF-16ADA-HF

DV-AH – Certified HEPA
Collect and contain dangerous fine particles no matter where your work 
takes you with this uniquely designed dry vacuum. By combining a powerful 
venturi with an ultra-efficient HEPA filter and anti-static pre-filter, the DV-AH 
is 99.999% efficient at 0.3 microns. 
As an air-powered unit, it’s also perfect for situations where electricity is 
not available. You can empty the contents with ease by simply rolling the 
collection tank out from under the unit with no need for removing the 
vacuum head or filters.
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