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Video Scopes 
See Clearly
Imagine never wasting valuable time making costly repairs to 
problems that don’t exist. With the Video Scopes, you’ll literally 
never look at HVAC maintenance the same way again! When your 
system is under-performing and your experience tells you that it 
could be any one of a number of possibilities, our Video Scopes 
put you inside so you can determine with 100% confidence the 
cause of the problem. 

All of our units feature 720 x 640 pixels of resolution and 6 bright LEDs 
for clear viewing. Models are available with either 10’ or 30’ probes. 

VS-B-10: Industrial Video Scope, including flexible 10’ probe with 
a 720 x 640 pixels of resolution and 6 LED lights, 90° right angle 
mirror adapter, monitor with mini USB 1.1/2.0 port 4 GB SD card, 
cables and carrying case............................................ Call for Price
Note: Also records audio notes.

VS-B-30: Industrial Video Scope, including flexible 30’ probe with 
a 720 x 640 pixels CMOS image sensor, 53° field of view and 6 LED 
lights, 90° right angle mirror adapter, monitor with mini USB 1.1/2.0 
port 4 GB SD card, cables and carrying case............Call for Price
Note: Also records audio notes.

VS-B-10
Power Built-in rechargeable Li-ion battery
Illumination 6 LEDs
Focal Length 20mm – 70mm
Viewing Direction Standard 0° or 90°
Minimum Radius 2”
Image Transfer RCA cable
Resolution 720 x 640 pixels
Interface USB 1.1/2.0
Still Image  
Recording Format JPEG

Video Recording Format MPEG4/ANI
Operating Temperature -4°–140°F

Dimensions Probe: 10’ or 30’ long  
Screen: 3.5” digital LCD display

Weight Monitor: 1 lb, 10’ Probe: 1 lb, 30’ Probe: 4.8 lbs

FEATURES
•	 3.5” LCD color monitor

•	 307,200 pixels CMOS  
image sensor

•	 6 high-intensity white LEDs

•	 Flexible image probe

•	 53° field of view

•	 90° right angle mirror adapter

•	 Waterproof probe

•	 Shock resistant optics

•	 Compatible with SD Card


